
HY7000LK - 6.8kVA Hyundai

A. GENERAL FEATURES

• MODEL HY7000LK • POWER OUTPUT 5.5kW/ 6.8kVA

• TYPE Portable • FRAME

B. GENERAL RATING

VOLTAGE POWER NOISE LEVEL
RUN 
TIME

START
Max Output @ 0.8pf dBA @7m

see *1

kw kva dBA @75% Load

240 5.5 6.8 73 7 Hours            Recoil

*1 At 1/4 Load at 7m from control panel side
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Open frame

TECHNICAL

• POWER OUTPUT KW/KVA 5.5kW/ 6.8kVA • LCD Display Control Panel

• ENGINE DISPLACEMENT 223cc

• ENGINE MAKE Hyundai

• ENGINE TYPE Gasoline 4T OHV, Air cooled

• FUEL TANK CAPACITY 25 Litres

• FUEL TYPE 4 - Stroke

FEATURES

C. TECHNICAL FEATURES

• C/B & RCD protection

• Outlets: 1 x 32 Amp 240V IP66- RCD

              & C/B
              1 x 15 Amp 240V GPO 



COMES WITH

• Spark Plug Spanner

• Length: 670 mm

• Oil Filler Funnel • Width: 540 mm

• Instruction Manual

• Height: 550 mm

• Weight: 78 kg

DIMENSIONS

HY7000LK -  6.8KVA Hyundai

LCD Display on Control Panel

D. CONTROL PANEL
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