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Symbols Before starting 
up your high-
pressure washer 
for the fi rst time, 

this instruction 
manual must be 

read through carefully. Save the 
instructions for later use.

Safety instructions 
marked with this 

symbol must be 
observed to 
prevent danger 
to persons.

This symbol is used 
to mark safety 
instructions 

that must be 
observed to prevent 

damage to the machine and its 
performance.

This symbol 
indicates tips 

and instructions to 
simplify work and to 

ensure a safe operation.



For your own safety
This appliance is not intended 
for use by persons (including 
children) with reduced physical, 
sensory or mental capabilities, 
or lack of experience and 
knowledge, unless they have 
been given supervision or 
instruction concerning use 
of the appliance by a person 
responsible for their safety.

High pressure washers shall 
not be used by children or 
untrained personnel.

Children should be supervised 
to ensure that they do not play 
with the appliance.

Warning
Inhalation of aerosols can be 
hazardous to health.
Where applicable use a device 
in order to avoid or reduce 
aerosols production, e.g., a 
shield covering the nozzle.
For protection against aerosols 
use a respiratory mark of class 
FFP 2 or higher.

General
Use of the high-pressure 
washer is subject to the 
applicable local regulations.

In addition to the operating 
instructions and the binding 
accident prevention regulations 
in the country of use, the 
generally recognised rules 
for safe working must also be 
observed.
Any method of use endangering 
the safety of persons or 
equipment is forbidden.

Transport
Transport of the high pressure 
washer is easy on its large 
wheels. 

For safe transport in and on 
vehicles we recommend to 
prevent the equipment from 
sliding and tilting by fi xing it with 
belts.

For transport at temperatures 
around or below 0°C, anti-
freeze should be drawn into the 

pump beforehand (see chapter 
5.3). 

Before starting the washer
Before use, check that the high 
pressure washer is in a safe 
and proper condition. 

Operate the pressure washer 
only in an upright position!

Please observe the regulations 
and provisions applicable in 
your country. Before putting 
the high-pressure washer into 
service, carry out a visual check 
of all the major components.

CAUTION!
High-pressure water jets can 
be dangerous if misused. The 
jet must not be directed at 
persons, animals, live electrical 
equipment or the pressure 
washer itself.

1 Important safety notes
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Wear appropriate protective 
clothing, hearing and eye 
protectors.
Do not direct the jet towards 
yourself or towards other 
persons in order to clean 
clothes or footwear. 

During operation of the washer, 
recoil forces are produced at 
the spray lance and, when 
the lance is held at an angle, 
a torque is also created. The 
lance must therefore be held 
fi rmly in both hands.

Do not run belt driven units 
without the belt cover.

Do not use the washer when 
other people without protective 
clothing are in the working area. 

Check that cleaning will not 
result in dangerous substances 
(e.g. asbestos, oil) being 
washed off the object to be 
cleaned and harming the 
environment.

WARNING!
This machine has been 
designed for use with the 
cleaning agent supplied 

or recommended by the 
manufacturer. The use of other 
cleaning agents or chemicals 
may adversely affect the safety 
of the machine.

Risk of explosion – Do not spray 
flammable liquids.

Do not clean delicate parts 
made of rubber, fabric, etc. with 
the 0° jet. Always adjust the 
distance and thus the pressure 
of the nozzle to the surface, 
which is to be cleaned to avoid 
any damage to the surface 
being cleaned.

Do not use the high-pressure 
hose for lifting loads.

NOTE!
The maximum permissible 
working pressure and 
temperature are printed on the 
high-pressure hose.

Do not continue to use the 
washer if the high pressure 
hose is damaged.

WARNING!
Ensure an adequate air 
circulation. Do not cover 
the washer or operate it in 
inadequately ventilated rooms!

WARNING!
Ensure, that any exhaust 
emissions are not in a vicinity of 
air intakes.

Never use the machine in areas 
where there is danger of fi re 
or explosion. When using the 
pressure washer, stand at least 
1 m from buildings, etc.
 

Store the pressure 
washer where it will not 
be exposed to frost!

Never operate the pressure 
washer without water. Even 
brief shortages of water result 
in severe damage to the pump 
seals.
Switch off the cleaner after 
max. 3 minutes.

Operation
WARNING!
Incorrect fuels shall not be used 
as they may prove hazardous.

CAUTION!
Never spray electrical 
equipment with water: danger 
for persons, risk of short-
circuiting.

Maintenace and repair
CAUTION!
Before cleaning and servicing 
the high pressure washer, 
always remove the ignition 
plug cable fi rst.

Carry out only the maintenance 
operations described in the 
operating instructions. 
Use only original Gerni spare 
parts. Do not make any 
technical modifi cations to the 
high pressure washer.

Ensure that the machine is regu-
larly serviced by Authorised Ger-
ni dealers in accordance with the 
maintenace plan. Failure to do so 
will invalidate the warranty.

CAUTION!
High pressure hoses, fi ttings 
and couplings are important 
for the safety of the washer. 
Use only high pressure parts 
approved by the manufacturer!

Failure to observe these 
instructions can endanger your 
safety.

Please contact the Gerni 
service department or an 
authorised specialist work-shop 
for all other maintenance or 
repair work!

Testing
The cleaner conforms to 
the German „Guidelines for 
Liquid Spray Jet Devices“. 
The high-pressure cleaner 
must be subjected to a safety 
examination in accordance 
with the „Accident Prevention 
Regulations for Working with 
Liquid Spray Jet Devices“ as 
required, but at least every 
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12 months, by an authorised 
inspector and this report must 
be saved.

The complete „Accident 
Prevention Regulations for 
Working with Liquid Spray Jet 
Devices“ are available from 
the Carl Heymanns Verlag 
KG, Luxemburger Strasse 
449, 50939 Cologne or from 
the appropriate association of 
employers’ liability insurances.

Unloader valve
Unacceptably high pressure 
is fed back without residual 
pressure via a bypass line into 
the intake line of the pump 
when the safety device is 
tripped. 

The unloader valve is set and 
sealed at the factory and must 
not be adjusted.

Safety device
Locking device on spray gun:
The spray gun features a 
locking device. When the pawl 
is activated, the spray gun 
cannot be ope rated.

O

I
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2 Description

2.1 Intended use This high pressure washer has 
been designed for professional 
use in

- agriculture
- transport industry
- construction industry
 etc.

2.2 Operating elements

  1 Start/stop switch
 2 Lance
 3 Holder for lance 
 4 Holder for high pressure 

hose

2

5

6

3

3

3

3

1 8

8

87

7

7

99

9

13

13

13
13

10

11

1

1

10/12

10 12

4

3

8

7

4
1

 5 High pressure hose
 6 Spray gun
 7 Water connection and 

water inlet fi lter
 8 Connection for high 

pressure hose
 9 Detergent hose
 10 Oil level gauge
 11 Regulation of water 

volume
 12 Filling of oil
13 Handle
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3 Before starting the pressure washer

3.1 Setting up the pressure 
washer (does not apply 
to POSEIDON 3-39 PE)

1. Before using the pressure 
washer for the fi rst time, 
check it carefully to detect 
any faults or damage.

2. In the event of any damage 
contact your Gerni dealer 
immediately.

3. Check whether the oil level 
is in the middle of the oil 
inspection glass, oil cup or 
dip stick. This also applies to 
machines with gear. 

4  Operation and use

4.1 Connections
4.1.1 Connecting the lance to 

the spray gun
1. Pull the blue quick-release 

grip (A) of the spray handle 
backwards.

2. Insert the nipple of the spray 
lance (B) into the quick-
release connection and 
release it.

3. Pull forward the spray lance 
or any other accessory to 
ensure correct mounting 
before starting the machine.

NOTE!
Always remove any dirt from 
the nipple before connecting 
the lanse to the spray gun.

A

B
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4.1.2 Connecting the high 
pressure hose and the 
water hose

1. Connect the high pressure 
hose to the high pressure 
inlet by means of the quick 
coupling. Use max. 50 m 
extension hose.

2. Before connecting the water 
hose to the washer, rinse the 
water hose briefl y to prevent 
sand and other dirt from 
entering into the washer.

3. Open the tap.

NOTE!
See chapter 8.3 for required 
quantity of water and water 
pressure.

In the case of poor water quality 
(sand, etc.), we recommend 
that a fi ne water fi lter is fi tted in 
the water inlet.

4.1.3 Fuelling WARNING!
Always shut off the engine 
and let it cool for at least two 
minutes before fuelling. 
Avoid spilling fuel.
If you do spill fuel when fuelling, 
do not start the engine before 
the spilled fuel has evaporated. 
If the washer is on a trailer, any 
fuel spills must be wiped up 
before the machine is started. 

Never expose the machine 
to an open fl ame. Smoking is 
prohibited during fuelling. Also 
read the operating manual for 
the fuel engine.
Note: Never operate the 
ma chine in a closed room; the 
exhaust fumes are dan ger ous.

Follow the safety instructions 
in chapter 1!

4.2 Start the washer
4.2.1 Switching on the 

washer when it is 
connected to a water 
supply

2. Unlock the spray gun and 
activate it.

3. Lock the safety catch even 
during short pauses.

NOTE!
Activate the spray 

gun several times 
at short intervals to vent the 
system.

If it requires too much power to
start the engine, it can be 
facilitated by removing the 
spray lance and activate the 
spray gun during startup.

1. Start the engine. (See the 
operating manual for the fuel 
engine.)
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4.2.2 Switching on the 
washer when it is 
connected to open 
tanks (suction mode)

1. Before connecting the suction 
hose to the washer, fi ll the 
hose with water.

2. Start the washer.
3. Unlock the spray gun and 

activate it.
4. When using this machine in 

suction mode, fi rst ensure 
that the system has been 
bled of air by letting the 
machine run without spray 
lance mounted until all air 
has escaped.

During work breaks of more 
than three minutes, switch off 
the washer.

NOTE!
For automatic 

suction from a tank, 
watercourse or similar sup ply, 
the inlet hose must be fi lled 
with water before you start. The 
suction height

depends on the water 
temperature. Max. suction 
height (see section 8.3 
Technical Data) is reached with 
cold water (up to 8°C). With 
70°C/60°C warm water, the 
ma chine must be under or at 
the water level.

If the water being suctioned 
contains particles, a suction 
fi lter must be mounted on the 
end of the hose. 

In case of risk of running sands, 
a sand fi lter must be attached.

4.2.3 Start POSEIDON PE 
with electric starter

1. Start the engine by turning 
the key (see the operating 
instructions for the engine.

2. Check that the throttle lever 
is adjusted correctly - need to 
be in Run position.

4.3 Using detergents Detergent can be added by 
means of the detergent injector.

1. Dilute detergent according 
to the manufacturer's 
instructions.

2. Set the pressure to the 
lowest setting on the lance.

CAUTION!
Never allow 

detergent to dry on 
the surface to be cleaned as 
this may cause damage.
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5 After using the washer

5.1 Stop the pressure washer

1. Stop the engine.
2. Close the tap.
3. Operate the spray gun until 

the wasser is depressurized.
4. Lock the safety catch.

Switching off POSEIDON PE 
with electric start

1. Stop the washer by moving 
the throttle lever to STOP 
position.

2. Switch off the ignition by 
turning the key to OFF 
position.

5.2 Disconnecting supply 
lines

1. Shut the fuel cock.
2. Remove the water hose from 

the washer.

5.3 Storing the washer  
(frost-protected)

1. Store the pressure washer in 
a dry room without danger of 
frost.

IMPORTANT!
If the high-pressure washer 
is stored in a room with 
temperatures around or 
below 0°C, anti-freeze should 
be drawn into the pump 
beforehand:

1. Remove the water inlet hose 
from the washer.

2. Remove the lance.
3. Start the washer and stop it 

again after max. one minute.


4. Connect the suction hose 

to the water inlet of the 
washer and place it in a tank 
containing anti-freeze.

5. Start the washer.
6. Hold the spray gun over the 

tank containing anti-freeze 
and activate it to start suction 
of anti-freeze.

7. During suction operate the 
spray gun two or three times.

8. Lift the suction hose from the 
tank containing anti-freeze 
and activate the spray gun to 
pump out the remaining anti-
freeze.

9. Stop the washer.
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6 Maintenance

6.1 Maintenance plan

weekly
every six 

months or 
500 operating 

hours

as required

6.2.1  Clean water fi lter •
6.2.2  Clean high pressure nozzle •
6.2.3  Check oil level •
6.2.4  Change oil - Note: First time after 50 hours •
6.2.5  Check belts (only belt driven units) •

Maintenance of motor according to separate operating instructions from the engine supplier

6.2 Maintenance work
6.2.1 Clean water fi lter

A water fi lter is fi tted on the 
water inlet to prevent large 
particles of dirt from entering 
into the pump.

1. Unscrew the union nut.
2. Remove the fi lter and rinse it. 

Replace damaged fi lter.
3. Tighten the union nut gently, 

so as to avoid damaging the 
gasket.

6.2.2 Clean high pressure 
nozzle

A blocked nozzle causes 
excessive pump pressure. It 
must therefore be cleaned 
immediately.

1. Stop the washer.
2. Remove the lance.
3. Clean the nozzle with a  

needle.
4. Rinse the lance with water 

from the nozzle side.

WARNING!
Use the cleaning needle only 
when the spray lance has been 
removed.

NOTE!
The fuel engine 

stops automatically 
if the oil level is low. You can 
start the petrol engine again 
once you have added oil (does 
not apply to POSEIDON 2-35 
PE).
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6.2.3  Checking the oil level 
(does not apply to 
POSEIDON 3-39 PE)

1. Check whether the oil level 
is in the middle of the oil 
inspection glass, oil cup or 
dip stick. Top up with oil if 
necessary (see section 8.3 
for type of oil).

6.2.4  Changing the pump/
gear oil (does not apply 
to POSEIDON 3-39 PE)

1. Before changing the oil, 
allow the pressure washer to 
become warm.

2. Unscrew/open the plugs/lid at 
the top and the bottom of the 
pump.

3. Allow the oil to drain into a 
suitable container (min. 1 l 
capacity) and dispose of oil in 
compliance with regulations.

4. Mount plug at the bottom of 
the pump.

5. Fill pump with fresh oil (see 
8.3 for oil type and quantity).

6. Check the oil level (see 
6.2.3).
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1. Remove the spark plug cable.
2. Dismantle the cover of the 

V-belts.
3. Check the belts for any 

damage or missing tension.
4. If required, replace the belts.
5. Mount the cover.
6. Mount the spark plug cable.

6.2.5 Check of V-belts
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7 Troubleshooting

Fault

Pressure drop

Pressure fl uctuations

In suction mode

Excess pressure

The motor does not start

Cause

> Air in the system

> High-pressure nozzle 
blocked/worn

> Pressure control on the lance 
is not set correctly

> Engine speed too low

> Warm/loose belts

> Lack of water

> Pump/accessories partially 
frozen

> Water inlet hose is too long or 
its cross-section too small

> Lack of water caused by 
blocked water fi lter

> Warm/loose belts

> Lack of water because max. 
permissible suction height 
has not been heeded

> Water too hot

> Pump draws in air (only 
possible in suction mode)

> Engine’s throttle control is 
defective (accessory)

> Low fuel level

> Low oil level in engine

> The pump is blocked or 
frozen

Remedy

• Vent the system by operating 
the spray gun several 
times at short intervals. If 
necessary, dismount the 
lance (see section 4.2.2).

• Clean/replace the high-
pressure nozzle.

• Set the required working 
pressure.

• Contact Gerni Service 
Department.

• Contact Gerni Service 
Department.

 
• Open the tap.

• Thaw machine and 
accessories.

• Use prescribed size of water 
inlet hose.

• Clean the water fi lter in the 
water connection (never 
operate the machine without 
water fi lter mounted!)

• Contact Gerni Service 
Department.

• See chapter 4.2.2.

• See chapter 4.2.2.

• Check that the suction set is 
air-tight. Repeat aeration.

• Give less gas/contact Gerni 
Service Department. 

• Open fuel cock/fi ll with fuel.

• Fill with oil.

• Thaw machine/contact Gerni 
Service Department.
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• Fill with oil.

• Fill with oil 

• Clean.

• Fill the detergent tank.

• Adjust the lance to low 
pressure.

> Low oil level in engine

> Low oil level in pump

> Injector is dirty or suction 
hose is blocked

> Detergent tank is empty

> The lance is not set to low 
pressure

The motor stops

When a detergent injector is 
used 

Fault Cause Remedy

8 Further information

8.1 Recycling the pressure 
washer

If the pressure washer is 
discarded, make it unusable 
immediately

1. Dismount the ignition plug.

The pressure washer contains 
valuable materials that should 

be recycled. Contact your local 
waste disposal site. If you have 
any queries, please contact 
your local authorities or your 
nearest dealer.

8.2 Guarantee Your Gerni product is 
guaranteed for 12 months from 
date of purchase (purchase 
receipt must be presented) on 
the following conditions:

• that defects are attributable 
to fl aws or defects in 
materials or workmanship. 
(Usual wear and tear as well 
as misuse are not covered 
by the guarantee).

• that repairs have not been 
carried out or attempted 
by other than Gerni-trained 
service staff.

• that only original 
accessories have been 
applied.

• that the product has not 
been exposed to abuse such 
as knocks, bumps or frost.

• that the instructions in the 
manual have been carefully 
observed.

A warranty repair comprises the 
replacement of defective parts, 
but it does not cover freight and 
packaging charges. Besides we 
refer to national Sale of Goods 
Act.

Any illegitimate guarantee 
repair will be invoiced. (I.e. 
malfunctions due to causes 
mentioned in section “7 
Trouble shooting” of the 
instruction manual).
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8.3 Technical data
POSEIDON

3-39 PE
POSEIDON

5-50 PE
POSEIDON
5-64 PE+

POSEIDON
5-75 PE

Working pressure bar 165 240 250 250

Water fl ow (max) l/h 750 800 1000 1180

Water fl ow Q IEC l/h 810 870 1050 1300

Max. water inlet temperature °C 60 60 60 60

Min./max. water inlet pressure bar 1/10 1/10 1/10 1/10

Dimensions (LxWxH) mm 762x546x603 1041x546x635 1016x660x965 1270x787x1092

Noise power level, LWA dB(A) 93.2 91 93.4 99

Thrust N 31.9 42.3 54.4 71.9

Suction height, primed (at max. 8°C) m 1.0 2.5 2.5 1.0

Oil quantity in pump/gear l - 0.5 0.5 0.5

Oil quantity in motor l 1 1 1 1.5

Oil type (motor/pump/gear) SAE 15-40

Vibrations < 2,5 m/s2

We reserve the right to make alterations.

8.4 EC Declaration of Conformity

Declaration of Conformity

Product: High Pressure Washer

Type: POSEIDON PE

Description: 250 bar / 25 MPa
Petrol driven

The design of the unit corre sponds to the following  pertinent 
 regulations:

EC Machine Directive 2006/42/EC
EC EMC Directive    2004/108/EC
EC-RoHS Directive 2011/65/EC

Applied harmonised standards: EN 2100-1
EN 55012:2007
EN 61000-6-1:2007
EN 60335-2-79

Applied international standards and technical specifi cations: DIN EN 60335-2-79

Name and address of the person autho rised to compile the 
technical fi le:

Anton Sørensen
General Manager, Technical Operations EAPC 

Nilfi sk-Advance A/S
Sognevej 25
DK-2605 Brøndby

Identity and signature of the person  empowered to draw up the 
 declaration on behalf of the manufacturer:

Anton Sørensen
General Manager, Technical Operations EAPC 

Nilfi sk-Advance A/S
Sognevej 25
DK-2605 Brøndby

Place and date of the declaration Hadsund, 01.05.2013







Nilfi sk-Advance Pty LTd
Unit 1/13 Bessemer Street

Blacktown NSW 2148
Phone: 1300 556 710

E-mail: customerservice@nilfi sk-advance.com.au


